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How to Use the appliance

The following symbols will appear on the control panel, next to each control handle:

Black circle: gas off

Large flame: maximum setting

Small flame: minimum setting

The minimum setting is at the end of the anti-clockwise rotation of the control handle.
All operation positions must be selected between the maximum and minimum position.
The symbol on the control panel,next to the control handle will indicate which burner it 
operates.

Automatic ignition with flame failure safety device

The appliance is fitted with a flame failure safety device on each burner, which is 
designed to stop the flow of gas to the burner head in the event of the flame going out.

To ignite a burner:

Press in the control knob of the burner that you wish to light and turn it anti-clock-
wise to the maximum position.

If you keep the control knob depressed, the automatic ignition for the burner will 
operate.

You should hold down the control knob for 15 seconds after the flame on the 
burner has lit. If after 15s the burner has not lit, stop operating the device and 
open the compartment door and/or wait at least 1 min before attempting a further 
ignition of the burner.

After this 15-second interval, to regulate the flame you should continue turning 
the control knob anti-clockwise until the flame is at a suitable level. The operat-
ing position MUST be at a position between the maximum and minimum 
position.

To switch the burner off, turn the control knob fully clockwise to the gas off 
position.

In case of power failure, the burners can be lit by carefully using a match.

○

○

○

○

○
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Safety and Energy saving advice

Do not use cookware that 
overlaps the edge of the 
burner.

- The diameter of the bottom of the pan should correspond to that of the burner.

Triple-Crown
Rapid

Semi-Rapid
Auxiliary

BURNERS PANS
min.

200mm
200mm
160mm
120mm

240mm
240mm
180mm
160mm

max.

NO YES
Do not use small diameter cookware on 
large burners.
The flame should never come up the sides 
of the cookware.

Avoid cooking without a lid or with the lid 
half off
-as this wastes energy.

Do not use a pan with a convex or concave 
bottom.

Place a lid on the cookware.

Only use pots, saucepans and 
frying pans with a thick, flat 
bottom.

Always use cookware that is 
suitable for each burner, to avoid 
wasting gas and discoloring the 
cookware.

Do not place cookware on one side of a 
burner, as it could tip over.

Never place cookware directly on top of the 
burner.

Do not place anything, e.g. flame tamer, 
asbestos mat, between pan and pan support 
as serious damage to the appliance may 
result.

Do not use excessive weight and do not hit 
the cooktop with heavy objects.

Do not use cookware with a large diameter 
on the burners near the controls, which when 
placed on the middle of the burner may touch 
the controls or be so close to them that they 
increase the temperature in this area and 
may cause damage.

Always place the cookware right 
over the burners, not to one side.

Place the cookware on top of the 
trivet.

Handle cookware carefully when 
they are on the burner.

It is not recommended to use roasting pans,frying pans or grill stones 
heated simultaneously on several burners because the resulting heat 
build-up may damage the appliance.

Do not touch the top plate and trivet whilst in use for a certain period 
after use.

As soon as a liquid starts boiling,turn down the flame so that it will 
barely keep the liquid simmering.
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Cleaning and Maintenance

Cleaning operations must only be carried out when the appliance is 
completely cool.
The appliance should be disconnected from your mains supply before 
commencing any cleaning process.
Clean the appliance regularly, preferably after each use.
Abrasive cleaners or sharp objects will damage the appliance surface; 
you should clean it using water and a little washing up liquid.

Usable Unusable

 

 

Acidic/Alkali
Detergent 

Soft cloth

Edible Oil

Neutral Detergent

Nylon Brush Metal Brush

Abrasive Thinner/Benzene

Pan support, Control handles

Take off the Pan support.
Clean these and the control handles with a damp cloth, washing up liquid and warm 
water. For stubbon soiling, soak beforehand.
Dry everything with a clean soft cloth.

Top Plate

Regularly wipe over the top plate using a soft cloth well wrung-out in warm water to 
which a little washing up liquid has been added.
Dry the top plate thoroughly after cleaning.
Thoroughly remove salty foods or liquids from the hob as soon as possible to avoid 
the risk of corrosion.
Stainless steel parts of the appliance may become discoloured over time. This is 
normal because of the high temperatures. Each time the appliance is used these 
parts should be cleaned with a product that is suitable for stainless steel.
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Cleaning and Maintenance

BURNERS

Remove the burner lids and Flame Spreaders by pulling them upwards and away 
from the top plate.
Soak them in hot water and a little detergent or washing up liqui.
After cleaning and washing them, wipe and dry them carefully. Make sure that the 
flame holes are clean and completely dry.
Wipe the fixed parts of the burner cup with a damp cloth and dry afterwards.
Gently wipe the ignition device and flame supervision device with a well wrung-out 
cloth and wipe dry with a clean cloth.
Before placing the burners back on the top plate, make sure that the injector is not 
blocked.

Re-assemble the Auxiliary, Semi-Rapid, Rapid and 
Triple-Crown burners as follows:

Place the flame spreader ( 4 ) on to the burner cup ( 5 ) so that the ignition device 
and the flame supervision device extend through their respective holes in the flame 
spreader. The flame spreader must click into place correctly.

Position the burner lid ( 1,2,3 ) onto the flame spreader ( 4 ) so that the retaining 
pins fit into their respective recesses.

1.

2.

2
3 1

4

5

6
7

2 1

3

4

5
6
7

2

3

4

7
6
5

Replace parts in the correct order after cleaning.
- Do not mix up the top and bottom.
- The locating pins must fit exactly into the notches.
- PERIODIC MAINTENANCE : speak with your local Authorised Service Centre 
periodically to check the conditions of the gas supply pipe and the pressure 
adjuster, if fitted.
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Using instructions

Positioning

CLEARANCES REQUIRED 
WHEN FITTING THE HOB  
WITH A COOKER HOOD ABOVE 

UKP3002CM

UKP6004CM

UKP7505CM

UKP7505NM

UKP9005CM

UKP9005NM

Model X Y Z

262

560

560

560

830

815

480

480

480

490

480

490

300

600

750

750

900

900

Warnings
Do not modify this appliance.
This appliance must be installed by an authorised technician or installer.
Prior to installation, ensure that the local distribution conditions (nature of the gas and gas pressure) 
and the adjustment of the appliance are compatible.
The adjustment conditions for this appliance are stated on the label (or data plate).
This appliance is not connected to a combustion products evacuation device. It should be installed 
and connected in accordance with current installation regulations. Particular attention should be given 
to the relevant requirements regarding ventilaton.
Before installing, turn off the gas and electricity supply to the appliance.
All appliances containing any electrical components must be earthed. 
Ensure that the gas pipe and electrical cable are installed in such a way that they do not touch any 
parts of the appliance which may become hot.
Gas pipe or connector shouldn’t be bent or blocked by any other appliances.
Check the dimensions of the appliance as well as the dimensions of the gap to be cut in the kitchen unit.
The panels located above the work surface, directly next to the appliance, must be made of non-flam-
mable material. Both the stratified surfacing and the glue used to secure it should be heat resistant, to 
prevent deterioration.
Turn on appliance tap and light each burners. Check for a clear blue flame without yellow tipping. 
If burners shows any abnormalities check the following:
- Burner lid on correctly
- Flame spreader positioned correctly
- Burner vertically aligned with injector nipple
A full operational test and a test for possible leakages must be carried out by the fitter after installation.
The flexible hose shall be fitted in such a way that it cannot come into contact with a moveable part of 
the housing unit and does not pass through any space susceptible of becoming congested.
Grease cranes produced at the factory to meet the requirement of all life hob.

Zmm cooker hood

700mm

400mm

400mm

60mm

200mmMin.

X
Y
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Installing the appliance

This appliance is to be built into a kitchen unit or 600mm worktop, providing the 
following minimum distances are allowed;

Remove the pan supports, the burner lid and flame spreader and carefully turn the appliance upside 
down and place it on a cushioned mat. 
Take care that the Ignition devices and flame supervision devices are not damaged in this operation.
Apply the sponge provided around the edge of the appliance.
Do not leave a gap in the sealing agent or overlap the thickness.

(A) SEALING STRIP

(C) SCREW
(B) BRACKET

o

o
o

o
o

2.

1.

3.

2.

3.

The edges of the hob must be a minimum distance of 60 mm from a side or rear wall.
700 mm between the highest point of the hob surface (including the burners) and the underside 
of any horizontal surface directly above it.
400 mm between the hob surfaces, providing that the underside of the horizontal surface is in 
line with the outer edge of the hob. If the underside of the horizontal surface is lower than 400 
mm, then it must be at least 50 mm away from the outer edges of the hob.
50 mm clearance around the appliance and between the hob surface and any combustible materials.
You must have a gap of at least 25 mm and at most 74 mm between the underneath of the 
appliance and any surface that is below it.

25mm(MIN)

45mm

- An oven must have forced ventilation to install a hob above it.
- Check the dimensions of the oven in the installation manual. 
- The cut out size must obey the indication. 

Do not use a silicon sealant to seal the 
appliance against the aperture.
This will make it difficult to remove the 
appliance from the aperture in future, 
particularly if it needs to be serviced.

Place the bracket (B) over the holes that match the 
size of the screws.There are one set of screw holes in 
each corner of the hob (H).Slightly tighten a screw (C) 
through the bracket (B) so that the bracket is attached 
to the hob, but so that you can still adjust the position.
Carefully turn the hob back over and then gently lower 
it into the aperture hole that you have cut out.
On the underneath of the hob, adjust the brackets into 
a position that is suitable for your worktop.
Then fully tighten the screws (C) to secure the hob into 
position.
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Electrical Connection

Gas adjustment

This appliance must be earthed.
This appliance is designed to be connected to a 220-240V, 50Hz-60Hz AC electricity supply.
The wires in the mains lead are coloured in accordance with the following code;

The wire which is coloured green and yellow must be connected to 
the terminal which is marked with the letter E or by the earth symbol.

Take precautions on the operations and adjustments to be carried out when 
converting from one gas to another.
All work must be carried out by a qualified technician.
Before you begin, turn off the gas and electricity supply to the appliance.

Change the injector of the burners.1

2
Injector

Control handle

Tap
Sealing ring

-  Green/yellow  = Earth    -  Blue = Neutral   -  Brown = Live

Remove the pan support, Burner lid and Flame spreader.

Unscrew the injector using a 7mm box spanner and 
replace it with the stipulated injector for new gas supply. 
Carefully reassemble the all components. 
After injectors are replaced, it is advisable to strongly 
tighten the injector in place.

Adjustment of minimum level of the flame.
Turn the taps down to minimum.
Remove the knob from the tap and place a small bladed 
screwdriver in the centre of the Adjustment screw.
The correct adjustment is obtained when the flame has a length of 
about 3-4 mm.
    - For butane/ propane gas, the adjusting screw must.
    - be tightly screwed in.
    - Refit the control knob.

Repeat this process for each one of the gas taps.

Make sure that the flame does not go out by quickly turning from 
maximum flow to minimum flow. If it does then remove the 
control knob and make further adjustments to the gas flow, 
testing it again once the adjustment has been made.

After completing conversion,  a qualified technician or installer has to mark “V” on the right gas 
category to match with the setting in rating plate. Remove the previous setting “V” mark.

Do not dismantle the tap shafe: in the event of a malfunction, change the whole tap.
Before placing the burners back on the top place, make sure that the injector is not blocked.
A full operational test and a test for possible leakages must be carried out after gas conversion, 
(such as soap water or gas detector).
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Trouble shooting

Possible reason SolutionProblem
No Spark Check the electricity supply

Assemble the lid correctly

Open the gas supply 
completely

Assemble the lid correctly

The burners are wet Dry the burners lids carefully

The gas supply is closed Open the gas supply 
completely

The burner lid is badly assembled

The gas supply is not completely 
open

The ignition plug is contaminated 
with alien substance

The holes in the flame spreader 
are clogged Clean the flame spreader

Assemble the burner lid 
correctly

Wipe alien substance with a 
dry cloth

The burner lid is badly assembled

The burner lid is badly assembled

Clean the flame supervision 
device

The flame supervision device is 
contaminated with alien substance

Please turn off zone and check 
cooking area for draught such 
as open windows.Wait one 
minute and reignite zone

A strong draught may have blown 
the flame out

Turn off burner knob.Wait one 
minute and reignite zone

Product being cooked has boiled 
over and extinguished the flame

Not ignited

Badly ignited

Noise made when 
combusted and ignited
Flame goes out 
when in use

Yellow Flame

Unstable Flame

Gas Smell

Clean the flame spreader

Check the gas used

Assemble the burner lid 
correctly

Different gas is used

The burner lid is badly assembled

The holes in the flame spreader 
are clogged

Stop using the product and 
close the middle valve. Open 
the window to ventilate. 
Contact our service centre by 
using a phone outside

Gas leakage

Repairs should be performed by a licensed technician only. Improper repair may result in 
considerable danger to you and others.
If the supply cord is damaged, it must be replaced by the manufacturer or its service 
agent or similarly qualified persons in order to avoid a hazard.
However, some minor problems can be resolved as follows.

If problem is not solved, please contact customer care center.


